
SMART SURFACE PROTECTION OF 
CABLE SUPPORTING SYSTEMS 

SUITABLE FOR?

Products with ZM surface treatment can be used 
in environments with corrosion aggressiveness 
C1-C4. According to the standard ISO 12944-2, the 
treatment meets the requirements for use in C5 
environments. Excellent use of the products is for 

material is already widely used for the structural 
elements of the solar systems.
The advantages of the surface treatment have 

roofs,  and road safety barriers. Thanks to its 
excellent  resistance in high chloride environments  
and ammonia, the treatment has found its use in 
agriculture, e.g. for vine columns, greenhouses, 
silos or structures in animal houses...

FOR THOSE WHO THINK 
ABOUT OUR PLANET
Compared to products subsequently hot-dip galvanised,  
ZM surface treatment is more environmentally friendly. 

product to and from the hot-dip galvanizing plant, 
because the products are made of the sheet metal with a 

compared to the thicker layer on products subsequently 
hot-dip galvanised, thus reducing the leakage of zinc 
into the soil.

PERFECTLY 
HIDDEN ENERGY

www.kopos.com

MORE INFORMATION 
AND THE WHOLE RANGE

KOPOS KOLÍN a.s.

Czech Republic

e-mail: kopos@kopos.cz
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ASSORTMENT WHAT ARE THE PRODUCTS 
MADE OF?
The products are made of sheet metal with 

molten zinc bath is supplemented with magnesium 

layer of 18-31 µm (ZM310 according to EN 10346). 
This layer, according to all tests and experience 

than the products subsequently hot-dip galvanized 
with a thickness of 85 µm zinc.

CAN CHECK IT OUT

in corrosion chambers or long-term exposure to 

demonstrated incredible durability compared to 

with the NSS neutral salt spray test according to EN 
ISO 9227:2023. 

terminated the test, the material is really durable 
and can be used to replace products subsequently 
hot-dip galvanized. For products subsequently hot-
dip galvanized, corrosion occurs between 300-600 
hours for the same type of test.

WHAT ABOUT THE CUTS 
AND HOLES?
The surface treatment has the so-called self-
repairing ability, where apart from the usual 

red rust will gradually disappear.
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with magnesium and 
aluminum admixture
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